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Rental boiler 109

Connectiol
Natural gas DNI0O, PN16
Min. conn. pressure 100 Mbar
Max. conn. pressure 0,5 Barg
Max. gasflow 840Nm3/h
Light oil 1.BSP
Min. conn. pressure -0,4 Barg
Manx. conn. pressure 5 Barg
Max. oil flow 850 I/h
Water DNIOO, PNi6
Min. conn. pressure 0,5 Barg
Manx. conn. pressure 1,5 Barg
Min. conductivity 50 pS/cm
min. PH value 10,5 pH
Cooling water conn. 3/4"
Steam DN200, PN40
Max. steam pressure 25 Barg
Max. steamcapacity 12000 T/H
Condensate return N/A
Draine DN80, PN16
Elektrical 95mm?, 3f + N + PE
Voltage 400 Volt
Amperage 125 Ampere
Frequency 50 Hertz
Rotating field Right
Remote connection Yes

Dimensions

Transport dimensions LxBxH

Natural gas DNIOO, PN16
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Draine DN8O, PN16

Cooling water 3/4"

Steam DN200, PN40

Electrical 95mm2.3F + N + PE
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1300 x 333 x 341 CM

Operation dimensions LxBxH

1300 x 333 x 831 CM

Transport weight

44150 KG

Operation weight

63000 KG
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Water DNI0O, PN16
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Comments

Do you want to feed the steam boiler with a generator? This is
possible with a small adjustment. Therefore, indicate in your
application whether you want to use an aggregate. A chemical
dosing kit is also optional.

Optional accessoires

Degasifier Yes
Economiser Yes
Oiltank Yes

Driven by steam since 1918



